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INDEX OF SHEETS

DESCRIPTION

TITLE SHEET

INDEX OF SHEETS, STATE STANDARDS AND GENERAL NOTES
LOCATION MAPS: 1, 2AND 3
SUMMARY OF QUANTITIES
STRUCTURAL REPAIRS - LOCATION 1, (8N 016-3215)
STRUCTURAL REPAIRS — LOCATION 2, (8N 016-09860)

TRAFFIC CONTROL PLAN — LOCATION 2

STRUCTURAL REPAIRS ~ LOCATION 3, (SN 022-0081)

TRAFFIC CONTROL DETAILS FOR FREEWAY SHOULDER CLOSURES AND

PARTIAL RAMP CLOSURES (TC-17)

STATE STANDARDS

DESCRIPTION

REFLECTOR MARKER AND MOUNTING DETAILS

SAND MODULE IMPACT ATTENUATORS

OFF-ROAD OPERATIONS, MULTILANE, 15 TO 24" FROM PAVEMENT EDGE |
OFF-ROAD OPERATIONS, MULTILANE, MORE THAN 15 AWAY
_APPROACH TO LANE CLOSURE., FREEWAY/EXPRESSWAY

LANE CLOSURE, FREEWAY/EXPRESSWAY

TRAFFIC CONTROL DEVICES

TEMPORARY CONCRETE BARRIER

GENERAL NOTES

BEFORE STARTING ANY EXCAVATION, THE CONTRACTOR SHALL CALL “J.U.LLE” AT (800) 892-0123 OR 811. FOR FIELD
LOCATIONS OF BURIED ELECTRIC, TELEPHONE AND GAS UTILITIES. 48 HOURS NOTIFICATION I8 REQUIRED.

THE CONTRACTOR SHALL COORDINATE CONSTRUCTION ACTIVITIES WITH UTHITY COMPANIES AND VILLAGES OF ELK
GROVE, ITASCA AND PALATINE.

THE CONTRACTOR WILL NOT BE ALLOWED TO SET UP A YARD OR FIELD CFFICE ON STATE PROPERTY WITHOUT
WRITTEN PERMISSION FROM THE BEPARTMENT,

PLAN DIMENSIONS AND BETAILS RELATIVE TO EXISTING PLANS ARE SUBJECT TO NOMINAL CONSTRUCTION
VARIATIONS. THE CONTRACTOR SHALL FIELD VERIFY EXISTING DIMENSIONS AND DETAILS AFFECTING NEW
CONSTRUCTION AND MAKE NECESSARY APPROVED ADJUSTMENTS PRIOR TO CONSTRUCTION OR ORDERING OF
MATERIALS. SUCH VARIATIONS SHALL NGT BE CAUSE FOR ADDITIONAL COMPENSATION FOR A CHANGE IN SCOPE OF
THE WORK, HOWEVER, THE CONTRACTOR WHLL BE PAID FOR THE QUANTITY ACTUALLY FURNISHED BASED AT THE
UNIT PRICE BID FOR THE WORK,

THE CONTRACTOR SHALL CONTACT THE DISTRICT ONE TRAFFIC CONTROL SUPERVIBOR AT (847)705-4151 A MINIMUM
OF 72 HOURS IN ADVANCE OF BEGINNING WORK.

THESE PLANS HAVE BEEN PREPARED FROM FIELD NOTES RECEIVED FROM THE BUREAU OF MAINTENANCE.

THE CONTRACTOR SHALL BE REQUIRED TO PROVIDE ACCESS TO ABUTTING PROPERTY AT ALL TIMES DURING THE
CONSTRUCTION OF THIS PROJECT.

DO NOT SCALE PLANS FOR CONSTRUCTION DIMENSIONS.

THE CONTRACTOR SHALL LOCATE AND PROTECT ALL EXISTING ELECTRICAL CONDUIT AND LIGHTING FACILITIES IN
AND ARCUND THE VICINITY OF THE REPAIR LOCATIONS OF THE BRIDGE SUBSTRUCTURE.
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